         
[image: image1.png]



Make money work for you!

Use these instructions for programming the A6 validator. Not the instructions on page 4 of the FP-001 Programmer Manual.

THIS PROGRAMMER IS PROGRAMMED FROM THE FACTORY

WITH THE SOFTWARE FOR THE NEXGEN$10. THEREFORE, THERE IS NO NEED TO HOOK UP TO A COMPUTER AND LOAD THE SOFTWARE CONFIGURATION!
Supplement to FP-001 A6 Update Instructions

Updating the A6, supplement to Function 3 for FP-001

1. Make sure that the dipswitch on the right front of the FP-001 is set to “normal” mode.

2. Make sure that the dipswitch on the left front of the FP-001 is set to the L3 position.

3. Connect one end of the RJ-45 (has 2 connectors which look like phone connectors) cable to the jack labeled “PH” on the FP-001

4. Connect the other end of the RJ-45 cable to the connector on the A6 (Port is below dipswitches on A6).

5. Connect main 9 pin power connector to the A6.

6. Place switch in L1 position

7. Wait for run and stack

8. Check the LEDs on the FP-001.  The L1 LED should be solid green and the L4 LED should be blinking green.  If the L4 LED is not blinking green push the RESET/START button on the FP-001 (white button) and wait for a moment.  The L4 LED should begin blinking green.

9. On the third blink of the L4 LED switch the dipswitch from the L1 position to the L3 position (programmer -> target). BE SURE TO DO THIS ON THE THIRD BLINK!!!
10.  The L4 LED should still be flashing.  If not switch the dipswitch back to the L1 position and press the reset button again.  If the L4 LED does not begin flashing please repeat steps 8 and 9  4 times. If this doesn’t work contact ICT Tech Support at 510-353-0289.

11. With the L4 LED flashing and the dipswitch set to L3 press the white RESET/START button on the FP-001.  This will begin updating the flash memory in the bill acceptor.  This may take a while.

12. The L4 LED will extinguish briefly and then turn red.  Once the L4 LED turns red please wait for it to progress through the following phases.  This may up to 1.5 Minutes.

LED Display As Follow

(1). RED (Starts)

(2). OFF (Erasing)

(3). RED Flashing (Verifying)

(4). ORANGE (Finished)

13. When the update is finished the L4 LED will remain orange.  At this point press the white RESET/START button on the FP-001 an additional time.

14. When the lights on the FRONT of the bill acceptor remain solid green insert a piece of the white calibration paper into the bill acceptor.  The validator should partially take the card, hold if for a second or so, and then will return it.

15. Once the white calibration card has been ejected press the white RESET/START button on the FP-001 one more time.  The bill acceptor will reset itself and go through a power cycle ending with the Stacker cycling

16. Unplug the Power connector.

17. Unplug the RJ-45 cable from the bill acceptor.  The bill acceptor is now updated.
Repeat these steps for other bill acceptors as needed.
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