
Part No.: BB-AM1170 

1. General Specifications:

CURRENCY:  
1000, 5000, 10000, 20000, 50000, 100000  
Armenian Dram (AMD) 
(see Bill Set Description BSD- AMD6-C for more details)

EXTERNAL COMMUNICATION INTERFACE: 

CCNET interface 

SUITABLE FOR BB ASSEMBLIES: 

Model Chassis software compatibility Validating Head Sense-a-Click 

B2B* BB-BC504141 or later 
MFLV-2110 FLS-1704 
MFLV-9013 FLS-1706 

* - Warning: software can not be used with hardware model older than MBB-0010
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2. DIP Switches settings:

3. Communication Protocol Features:
• DATA SETTING SPECIFICATION

BILL TYPE 
NUMBER DENOMINATION 

0 1000 AMD 
1 5000 AMD 
2 10000 AMD 
3 20000 AMD 
4 50000 AMD 
5 100000 AMD 

4. OPTIONAL ACCESSORIES and DOCUMENTS:

Part# BSD-AMD6-C Bill Set Description: 

CCNET interface Description: Part # MAN-CCNET

SW#1 ON State OFF State Default 
Setting 

SW1.1  1000 AMD Enabled  1000 AMD  Disabled ON 
SW1.2  5000 AMD Enabled  5000 AMD  Disabled ON 
SW1.3  10000 AMD Enabled      10000 AMD  Disabled ON 
SW1.4  20000 AMD Enabled      20000 AMD  Disabled ON 
SW1.5  50000 AMD Enabled      50000 AMD  Disabled ON 
SW1.6  100000 AMD Enabled     100000 AMD  Disabled ON 
SW1.7 Reserved Reserved ON 
SW1.8 Reserved Reserved ON 
SW#2 ON State OFF State 
SW 2.1 Four Way One Way ON 
SW 2.2 High Acceptance High Security ON 
SW 2.3 9 600 bps 19 200 bps ON 

SW 2.4 Service 
To work with a 
“Host Machine 

Controller” 
OFF 




